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<Reinforced .coricre.te"ei;r.e:ula-li(f:i,11ed)archwith stone masonry facing; one span; concrete abutments (faced with stone)
stone parapet walls and curbs; gravel roadway.

'I'heSaint Andrews Creek Bridge was constructed in 1930-31 as part of the original West Side Road construction. Although
plans called for a two-lane gravel roadway linking the Nisqually Entrance with the Carbon River Entrance, the project
was never fully realized. 1\ thirteen-mile section running from the Nisqual1y Road junction to Klapatchee Ridge was
completed after a laborious six years. Included in the Round Pass to Klapatchee Ridge section was the Saint Andrews
and South Puyallup River Bridges. They were both finished in August 1930.

The Saint Andrews creek Bridge measures 26 feet in length and 33'-10" in width. The two-lane roadway measures 261-0"
curb-ta-curb. Native stone was used in facing the concrete spandrel walls and in building the parapet walls.
Mr. E.1\. Davidson of the Landscape Engineers Office and field supervisor for all landscape matters regarding the West
Side Road, oversaw the bridges' stone masonry work. It is presently in fair condition. vehicular traffic is limited
to the summer only as the West Side Road is opened seasonly. (See entry of South Puyallup River Bridge.)
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The Saint l\ndrews Creek Bridge was built in 1930-31 as part of the West Side Road construction. It is similar in
u Lvj o to scvc rc r others in the pn rk constructed in the twenties and thirties. Native stone was used in fac i nq the
apondr-cL wc Lls and in cona t ruc t.Lnq the par apo t walls to harmonize the bridge with its natural setting.
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Bridge Safety Inspection Report, South Fork Puyallup River, prepared by u.s. DOT, FHWA (Denver, CO), 8/27/79,
Maintenance Division, Mount Rainier National Park.

Superintendent's Monthly Reports, 4 November 1930, 5 October 1931, Archives, Mount Rainier National Park.

Robert L. Carper, List of Classified Structures Inventory, (Denver, CO: NPS, 1976).
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